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Category   Specification 

Rated Capacity   4,400 lb to 40,000 lb 

Safety Factor   4:1 (Minimum Design Factor) 

Resolution   ≥ 1 lb 

Accuracy   High-precision digital load measurement (± specification dependent on range) 

Primary Structure  Titanium Ti-6Al-4V 

Corrosion Resistance  Excellent; suitable for outdoor, marine, and utility environments 

Electronics Housing  UV-stable Acetal (engineered polymer) 

Ingress Protection  IP67 – Dust tight and protected against water immersion 

Operating Temperature  0F to 158°F (-18°C to 70°C) 

Power Source   Lithium Polymer Battery, 0.925 Wh 

Battery Life   ≥ 2,000 hrs @ 0.1 Hz • ≥ 20,000 hrs @ 1 Hz • ≥ 200,000 hrs @ 10 Hz 

Wireless Communication  Bluetooth® Low Energy (BLE) 

Wireless Range   Up to 250 ft (line-of-sight) 

Data Interface   Secure broadcast or direct GATT connection 

Environmental Use  Suitable for continuous outdoor utility use 

Calibration   Annual calibration included for 10 years 

Warranty   10-year comprehensive warranty (including battery) 

Form Factor   Compact, lightweight, field-deployable design 

Safety-First  

Titanium Dynamometer 

Field Use Summary 
High-accuracy, titanium load monitoring device engineered for utility applications requiring verified tension measurement, 
long-term durability, and documented safety compliance. Works with Bluetooth Bluemax & EZ-SAG APP (Available on iOS) 
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Product name Micro 

Part number 4400SL 

WLL 4400lbs 

ASME compliant Yes 

sample rate 0.25Hz 

Accuracy 1lb increments 

Product name Milli 

Part number 11000SL 

WLL 11000lbs 

ASME compliant Yes 

sample rate 0.25Hz 

Accuracy 1lb increments 

Product name Centi 

Part number 22000SL 

WLL 22000lbs 

ASME compliant Yes 

sample rate 0.25Hz 

Accuracy 1lb increments 


